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Atomizer Disposable Box 3.0ml 

SLIK 
 

 
FEATURE 

⚫ Volume: 2.0ml / 3.0ml 

⚫ Battery Capacity: 400mAh 

⚫ Dimension: 28*15*90mm 

⚫ Charging: Type-C 

⚫ Housing: Stainless Steel 

⚫ Heavy Metal Free 

 

 

⚫ Abundant vapor 

⚫ Central Post Free 

⚫ Cotton & Glue Free 

⚫ Easy One Step Capping 

⚫ Duo Channel Avoid Clogged 

⚫ Designed For Viscosities Extractions 

⚫ No-Oil Waste: V-Shape 
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Disposable Specification 

Battery 400mAh, 3.0A 

Dimension 28.0mm*15.0mm*90.0mm 

Launch Mode Button 

Capacity 3.0ml 

Materials Shell: SUS201, atomization core: Mesh ceramic core 

Working Procedure Baking paint with silk screen printing 

Interface Type C 

Color Black and white, wood grain color 

Resistance Value Range 400-700Pa(17.5ml/s) 

Oil Window Customized Available 

Voltage Ranger Adjustable voltage, constant voltage output 3.6V-3.2V-3.0V 

Resistance Range Mesh 2.0 Ω 

Indicator LED LED digital display screen 

Ignition indicator White light on during suction 

Charging Indicator YES 

Circuit Protection Low Voltage Protection, Short circuit protection, over suction protection 

Over Charging Protection YES 

Function Instruction 

Low voltage/short circuit/over suction protection, within 2.5 seconds, turn 

on/off the machine five times, adjust the voltage three times, 3.6V-3.2V-3.0V, 

preheat twice, output 2.8V, for 3 seconds. Short press to display battery level. 

When pressing suction, LED light display, constantly on. Stop suction and 

delay for 1 second to turn off. 
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