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Zirconia AIO 
KCT-17Z/P05/P10  0.5ml & 1.0ml 
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Features 

⚫ Capacity: 0.5mL/1mL 

⚫ Oil inlet hole: 1.8mm*4 

⚫ Capping: Press on 

⚫ Size: 10.5*128.8mm(Flat MP); 10.5*118.8mm(Barrel MP) 

⚫ Resistance: 1.4ohm 

⚫ Coil heating wire: Ceramic coil with Nichrome wire 

⚫ Main material: Stainless steel + Zirconia + Ceramic + Glass 

⚫ Battery: 280mah rechargeable 

⚫ Voltage:3.5v 

⚫ Charging port: Micro-USB/ Type-C 

⚫ Non-metal contacted with oil, No Coating & Glazing ceramic 
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⚫ Custom Description 

Logo:  

 Silk screen printing (Standard): On tube body; On glass; On mouthpiece 

 Laser etching: NA 

 UV spot: On tube body; On glass; On mouthpiece 

Surface finishing: 

 Painting(Standard) 

Resistance: 1.4ohm (Standard) / 1.6ohm 

 

⚫ Storage 

1. The storage temperature is 23±5℃ and the humidity is 50±10% RH. 

2. Place in a cool, dark and ventilated place. 

3. Keep the disposable sealed storage and avoid direct sunlight. 

4. The storage period should not be too long, so as not to exceed the shelf life of oil. 

Notification 

1. Pay attention to the shelf life of filled oil. 

2. Handle the product with care. Do not throw, or twist the product. 
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